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113 mm (14 AWG Green)
0000 (O] —— CT0)
170 mm (14 AWG White)
0001 —1] | 1] [ D——
118 mm (14 AWG White)
0002 —1] | [ D—
210 mm (14 AWG Black)
0003 1] | ) —
136 mm (14 AWG Black)
0004 1] | ) —
55 mm (22 AWG White)
0005 —— ] [ P—=
396 mm (22 AWG White)
0006 O] e [ I——
100 mm
ST 128 mm
60 mm
ST ] 135 mm [[E@
ST 180 mm
483 mm (22 AWG Yellow)
0007 D]
425 mm (22 AWG Black)
0008 D] 5 ——
425 mm (22 AWG Black)
0009 :]:D:—\ = LD
140 mm
50 mm
135 mm
6 M—CDIZ
ST 130 mm M-
460 mm (14 AWG Black)
0010 LT T ]
460 mm (14 AWG Black)
0011 FAN T ]
390 mm (14 AWG Black)
0012 O] ) —
390 mm (14 AWG Black)
0013 O] ) —
195 mm (22 AWG Yellow)
0014 1] g
135 mm (22 AWG Red)
0015 DI ] 5 Hi-
236 mm (22 AWG Red)
0016 15 [ [T
20mm
177 mm (22 AWG Blue)
0017 I ] 17 Hii-
227 mm (22 AWG Blue)
0018 DI | 15 (I
20 mm (22 AWG Black)
0019 11 ] Hin(a
20 mm (22 AWG Black)
0020 11 ] Hin(a
20 mm (22 AWG Black)
0021 11 ] Hin(a
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